
상자 구성물 
휴대용 미터 저장상자 케이블

동글 선택사항 빠른 시작 가이드 인증서

메뉴스크린및네비게이션

측정화면에서메뉴화면으로전환 

측정 시 메뉴화면으로 전환하려면 메인 메뉴 화면이 나타날 때까지 “선택” 버튼을 약 

0.5초정도 누르십시오.  

측정화면

 
배터리충전 

은장치내리튬 이온폴리머배터리로전원이공급됩니다 이는컴퓨터혹은

전원어댑터 별도판매 를통해서충전할수있습니다

전원 차단 
은만약측정이진행 중이지않거나타임아웃기간 동안네비게이션버튼을

클릭하지 않을경우 자동적으로전원을 차단합니다 수동으로 전원을차단하기위해서

메인메뉴에서 옵션을 선택하십시오

경고 

전기 사고및 미터혹은테스트하고있는장비의파손을피하기위해 항상측정하기

전에콘덴서를 방전시켜 주십시오.인-서킷측정을위해서항상회로의전원을

차단하고모든고압콘덴서를시험하기전에방전시켜주십시오

이장치는 규정의 항의 부속 그리고 를 준수합니다. 

이장치는 규정의 항을 준수합니다. 작동은두 가지환경에서진행됩니다 이장치가유해한 

간섭을 유발하지 않고 이 장치는원하지 않는 작동을 유발할 수 있는 어떠한 간섭에 대해서도 

수신해야 합니다

부품종류및측정결과 
이차 파라미터 
배터리표시 
음량표시 
서킷모드 

시험 전압 
시험 주파수 

메뉴확장 

항목선택 

가능한항목 

위버튼 

선택버튼 

아래버튼 

시험 주파수모드 



메뉴구성 
Autoset

System

SYS. Autoset

Display

Right Hand

Left Hand

Contrast

Sound

60%

70%

80%

Sound Off

Sound On

Exit

Timeout
1 min

30 sec

2 min

4 min

Test Speed

Self CALI.

2.0 s

0.5 s

1.0 s

Info
HW - Rev
SW - Rev

Exit

Measurement

LCRZ

Auto

Res

Ind

Cap

Z

Exit

ESR

DCR

Diode

Continuity

Sorting

Recording

Exit

Test PARAM.

PAR. Autoset

Test FREQU.

Test VOLT.

CIRC. Mode

Phase Angle

Set CONTIN.

SORT. TOLER.

SORT. REF.

Auto

100Hz

120Hz

1kHz

10kHz

100kHz

Exit

1.0Vrms

0.5Vrms

0.2Vrms

Exit

Auto

Series

Parallel

Exit

5° 

10°

15°

20°

30°

45°

Exit

0.1 ohm

0.5 ohm

1 ohm

10 ohm

100 ohm

1 kohm

Exit

0.5%

1.0%

5.0%

10.0%

20.0%

30.0%

Exit

View REF. VA

Exit

Input REF. R

Input REF. L

Input REF. C

ExitExit

Turn Off

Exit

SEC. PARAM.

Rs-Rp

D-Q

Exit

Sort L

Sort C

Exit

Sort R

REC. L

REC. C

Exit

REC. R

30%

40%

50%

90%

100%

Exit

20%

Exit

Exit

 
 

더많은정보를위해서 사용자매뉴얼을 리서치웹사이트에서확인하여주십시오

제 판 년 월 리서치


